
Chemigation 
and 
fertigation 

Injectors 
... GAS ENGINE 
POWERED SINGLE 
VENTURI models 

INDUSTRIAL GRADE 
m m u c n m  
Heavy duty steel frame. 
quality epoxy finish \ 

TRCUBWRE ENGINE 
Honda overhead cam ... 
low maintenance, easy to 

service \ 

ENGINE POWER 
for injection where 
electric service is 
unavailable 

\ h h m  I01 Ihl IEPTIMI 

REGULArnY 
COMPLIANCE 
Built-in safety devices 
comply with EPA \ 
PR 87-1 and state 
regulations 

FEED TANK CAN 
RUN DRY 
without causing 
damage to 
injector 

LOW MAINTENANCE 
Venturi is powered by a 
durable centrifugal pump - .  

... no pistons to wear, 
no diaphragms to tear 

",A" 8 -8 3 8  8 8 " " L U 8  4-" 

for safe handling of 
concentrated liquids 

SIMPLE CONTROLS 
for easy calibration 
while injector is running 

ACCURATE APPLICATION 
using built-in flowmeter and 
metering valve 

NO PRESSURE DRW 

w 9' 
NOMOREYEARLY / 
PUMP REBUILDS 
m l y  water touches the 

Pump 

injection rate doesn't 
m'STENcy depend on irrigation NOMISIERu VALVE NEEDED 

line pressure or flow Venturi mlxes fertilizer or chemical 
into water 

C81 wants  t o  b e  y o u r  i n j e c t o r  s u p p l i e r .  

.O. Box 500 Cedarburg, Wisconsin USA 53072-0500 FAX 12621 375-8559 1 rllurlt: (2621 3758550 
Websj te :~t t r~ : / /ww.che~~iaat ion.cam e-mail: satesQchemigation.com 



TECHNICAL DATA 
Gasoline engine powered single venturi injectors 

INJECMR TY asoline engine centrifugal pump powered venturi 

CONSTRUCTl el frame with corrosion resistant epoxy finish 

APPRQXIMATE DIMENSIONS 

MODEL NUMBER 

INJECTION RATE - US gallons per hou Otn  1 6 0  0 to 6 0  

Calibrated in gallons and liters. 

PRESSURE RATING 

Suitable for irrigation line pressures up to ................. .. .............................................. 8 5  psi 125 psi 

IRRIGATION UNE MWNECTIONS .................... - ..................................................................... 2" 1" 

Male cam fhtings at inlet and outlet othsr connectors available on request. 

FEED TANK H O P  BARB CONNECTION ............................................................................. 3/4" 3/4 

PUMP 8 ENGINE SI 1 hp 5.5 hp 

Centrifugal pump closecoupled to Honda overhead cam manual start angina. 

Mectric start version with battery and charging circuit available at additional cost 

APPROXlMATE WEIGHT 

Manual start versio 70 Ib 145  Ib 130Ib 

Electric start versio 9 5  Ib 1701b 155 Ib 

125 psi 

1-1/2" 

CSI smNes for continuous improvement of its pmdum. We reserve the rght m change the specfcations and/or appearance of our producm wthout nome or obligation. 

Chemical and fertilizer 
feed tanks 

ACCESSORIES - 

Trailers 
... flat-top and containment 

OTHER CSI INJECTORS 
CSI manufactures a complete line of chernigation equipment, including electric and 

gasoline engine powered injectors for chernigating and fertigating with single or multiple liquids. 

CSI injectors are MADE IN USA. 
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